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Indoor/Outdoor Series PREPARED BY DATE

MF-Series (5-50W)

IP67 Rated Water Resistant

Description: The MF line of power supplies is available with capacities from 5
to 50 watts in either 12 or 24 volt DC outputs. These small power supplies are
availible in 120VAC, 240VAC and 277VAC inputs. It is IP67/65 rated so it can be
used in any indoor or outdoor application. Our MF series is a rugged and tiny
power supply that is highly efficient and suited for use with any type of LED
ribbon or fixture. These power supplies are tested at 100% rated load for
extended periods and will provide years of trouble free service. The MF line
comes with two onboard circuit breakers to ensure safe operation. All MF
Series transformers meet Class 2 requirements for hassle free installation.

Wattage 20 Watt 35 Watt 50 Watt Features and Benefits
Voltage 12vl24v 12vl24v 12vl24v * High Efficiency
Rated Current. 1.66A1 83A 3AI1.46A 42M2.1A : Eass'vze FEOO'C'j“g
Rated Wattage T6W 35W 50W ass 2 Rated
Dimmable YES YES YES + Onboard Circuit Breaker
Voltage Tolerance +10% +10% +10% 152503‘/ 2?09\’7577\4 lzg”UE)II\/IS
Efficiency 80% 80% 80% ey \/X |' TX| : :
AC Current@110v 21A AA 55A 3 YO Ov\t/age olerance
AC Current@277v JA J6A 22A earv arranty
Applications:
+ Indoor/Outdoor LED lights
ORDERING INFORMATION + Indoor/Outdoor LED fixtures
SERIES WATTAGE VOLTS(OUT) VOLTS(IN)  DIMMABLE * Non-Dimming Applications
Full range of LED Ribbons and
*
MF 150* ;‘21 ;4218 YES Fixtures (See LED products)
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